
Test Equipment Solutions Datasheet

Test Equipment Solutions Ltd specialise in the second user sale, rental and distribution of 
quality test & measurement (T&M) equipment. We stock all major equipment types such as 
spectrum analyzers, signal generators, oscilloscopes, power meters, logic analysers etc from 
all the major suppliers such as Agilent, Tektronix, Anritsu and Rohde & Schwarz.

As well as the headline benefit of cost saving, second user offers shorter lead times, higher 
reliability and multivendor solutions. Rental, of course, is ideal for shorter term needs and 
offers fast delivery, flexibility, try-before-you-buy, zero capital expenditure, lower risk and off 
balance sheet accounting. Both second user and rental improve the key business measure of 
Return On Capital Employed.

All products supplied by Test Equipment Solutions include:

Email: info@TestEquipmentHQ.com
Web: www.TestEquipmentHQ.com

We are focused at the professional end of the marketplace, primarily working with customers 
for whom high performance, quality and service are key, whilst realising the cost savings that 
second user equipment offers. As such, we fully test & refurbish equipment in our in-house, 
traceable Lab. Items are supplied with manuals, accessories and typically a full no-quibble 1 
year warranty. Our staff have extensive backgrounds in T&M, totalling over 150 years of 
combined experience, which enables us to deliver industry-leading service and support. We 
endeavour to be customer focused in every way right down to the detail, such as offering free 
delivery on sales, presenting flexible technical + commercial solutions and supplying a loan 
unit during warranty repair, if available.

We are based at Aldermaston in the UK from where we supply test equipment worldwide. 
Our facility incorporates Sales, Support, Admin, Logistics and our own in-house Lab.

- No-quibble parts & labour warranty (we provide transport for UK mainland addresses).
- Free loan equipment during warranty repair, if available.
- Full electrical, mechanical and safety refurbishment in our 40GHz in-house Lab.
- Certificate of Conformance (calibration available on request).
- Manuals and accessories required for normal operation.
- Free insured delivery to your UK mainland address (sales).
- Support from our team of seasoned Test & Measurement engineers.
- ISO9001 quality assurance.

T: 01183  800  800       
F: 01183 800 804

Test Equipment Solutions Ltd
Unit 3 Zodiac House
Calleva Park
Aldermaston
Berkshire
RG7 8HN



 
 
LeCroy LC534L - Oscilloscope, Digital: 1GHz,2GSa/s,4ch (Stand alone) 
   
LC534L Performance Characteristics  
 
Form Factor        -  Benchtop   
Bandwidth        - 1 GHz   
Number of Channels       - 4 ch   
Simultaneous Channels      - 4 ch   
Simultaneous Maximum Sampling Rate/ch    - 1 GSa/s   
One ch. only max. sampling rate     - 2 GSa/s   
Max. Record Length       - 8000000 pt/sec   
Min. Vertical Sensitivity      - 5 mV/div   
Maximum Vertical Sensitivity      - 10 V/div   
Rise time        - 350 ns   
Number of Bits        - 8 bits   
Input Impedance       - 1 MOhm   
Input Impedance (alternate)      - 50 Ohm   
Input Coupling        - AC,DC   
Maximum Input Voltage      - 400 Vrms   
Maximum Input#2 (for Impedance #2)     - 5 Vrms   
Main time base - lowest      - 1 ns/div   
Main time base - highest      - 1000 s/div   
Timebase accuracy       - .001 %   
Trigger Source        - External,Internal   
Trigger Modes    - Auto,Edge,Normal,Pattern,Single,State,Stop   
Minimum Trigger Holdoff      - 10 ns   
Trigger Sensitivity       - 5 mV   
Minimum Glitch Trigger      - 1 ns   
Display Type        - Color CRT   
Display Size        - 22.86 cm   
Display modes        - Auto,Normal,Single,Stop   
 
 
User Interface       - Proprietary  
Ports to Peripheral Devices     - GPIB,RS232C  
Test Pattern Storage      - 4 Patterns  
Novram data storage      - Yes  
Data Storage Type      - FDD  
 
  
  
 


